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900 Series Epoxy Finishcoat 
 
Description 900 Series Finishcoat is designed for re-surfacing fibreglass or 

concrete pools. 900 Series forms a tough and durable water-
resistant skin. 900 Series is regularly used as a protective skin for 
chemical storage tanks, ponds and concrete areas. The addition of 
sand or grit can help with a non-slip surface upon curing. The 900 
Series is the ideal choice wherever a strong water resistance 
surface is required.  

Uses Coating for fibreglass/concrete swimming pools, ponds, chemical tanks and 
concrete areas.  

 
Advantages High water and chemical resistance. 
 High abrasion resistance. 
 Long pot life. 
 Easy mix system. 
  
  
Typical Liquid Properties   
 
 
  
 
 
 
 
 
 
 
 
 
 
Instructions for Use Please always consult the safety data sheet before use. 900 Series optimum 

working temperature is between 18-28⁰C. At lower temperatures, the product 
thickens and may become more difficult to use. At higher temperatures 
working time will be reduced. The maximum relative humidity to use at is 
70%.  Mixing ratio for each of the hardeners is as follows;   

  
 900A Series- 100ml/100gm   :    900B Series- 33ml/22gm 
 
Using as a Primer Coat As 900 Series forms a highly adhesive membrane to structures it is 

ideally suited as a primer base for high Gloss surface finishing 
paints such as urethanes. When used as a primer base coat 900 
Series should be thinned with the addition of a solvent such as 
methyl ethyl ketone MEK (10-20%).   900 Series as a primer coat 
needs to be only applied once. Depending on the surface quality or 

Property   Unit Spec Remarks 

Specific Gravity  - 1.00-1.25 Sheen Cup 

Viscosity   cps 2200-2400 #4/20 rpm 

Thix Index  - 2.3-3.5 2/20 rpm 

Acid Value   Mg KOH/g N/A - 

Volatile Content % N/A - 

Gel Time  min 45-90 3:1 Ratio 

Moisture Absorption % 0.05 
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porosity it can be applied by airless spray equipment, roller or 
brush. 

 
Using as a surface coating i.e.  When 900 series is to be used as the overall surface coating from 

primer through to finish then 3 coats are recommended. Each coat 
should be approximately 0.15 mm thick, leaving a final 0.45 mm 
hard dry film. This application is most suitable for concrete floors, 
walkways and stairs where both high abrasion and impact 
resistance are required. If high chemical and/or liquid permeability 
are required then a 3-coat application is recommended. Coverage 
on average is 20-30 square meters per 4L. 

 
Colours Available 900 Series is available in 3 formulated colours.  

- White 
- Light Grey 
- Sky Blue 

 
Swimming Pool Application Coverage rates are as follows; 

- Small to average pool size (60sq meters):   2 x 4L Kits 
- Large pool size (80sq meters):     3 x 4L Kits  

 
  
Storage and Shelf Life Store in a cool, dry area, away from sources of increased heat, sunlight or 

frost. Store in original container sealed. Shelf life if stored correctly up to 3 
years. Please note cure time could be reduced if not stored correctly away 
from sunlight and heat. 

 
 
 
Notes  Use a measuring device or syringe to weigh out catalyst, correct levels are 

essential to resin cure. When mixing resin and hardener ensure that they are 
mixed thoroughly paying special attention to the side and bottom of the 
container. The resin should than be transferred to a shallow tray to reduce 
exothermic heat build-up.    

 
 Surface preparation is essential for strong bonds. Remove all traces of dust, 

dirt, grease and oils. In certain circumstances a light sand can produce even 
stronger bonds.  
  


